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Maln Featu reS *devices not included
® Professional amp rack 8u ® Professional finishing with plywood 6mm
® Depth 450mm e Professional Handle
® Dual rack slot, front and rear ® Round Chrome corners
® Front and rear cover ® Butterfly lock with Keylock

For more information visit www.walkasse.com. or contact us info@walkasse.com
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® Professional Handle: Stiffly recessed at panel and fitted with springs. Rubber handle to cope with the bigger weigths.

® Chrome round corners: Each chrome corner is three points riveted. Tough chrome corners will ensure ultimate protection.
® Dual Rack slot: Extremely resistent slots allowing for a safe asssembly of the best of the power systems. Screw included.
® Aluminum profile: Profiles at different levels provide tougher overall stance and ergonomics.

® Butterfly lock: Strongly recessed locks with easy to handle butterfly. Attached with five rivets each side. Lock safe, lock with
Walkase.

® Hardware included: screw and plastic washer to protect your equipment during installation

® Rubber Feet: Hard density.

® Walkasse WR-8U is built for the long haul. Professional Case with Premium 9mm Vinyl Laminated Plywood. Crafted from
raw edged materials to accommodate pro amps up to 2U, the WR-8U is built smart with dual rack rails (mounted front and
back) and features 2 removable heavy duty covers for easy access to your gear. Mounting Hardware Included.
External Dimensions: 650 x 400 x 540 mm
Weight: 20kg

® All rack mount devices

For more information visit www.walkasse.com. All brands renowned has copyright by his own company



